
STEP-1  Confirm the accessories, make sure you get all of them.

Badge Maker Instruction Manual

Base Plate
Stick Grip

Main Body Base mold Upper mold
Badge Outer

Badge
Pin

Badge Inner

Film

Circle cutter

Bolt Position 
Pin(2 for 

spare)

Washer

Hexagonal 
wrench

Big Small

STEP-2  Setup the mainbody

a. Assemble the stick and the 
grip to the mainbody.
(see picture)

b. Screw the 2 bolts to the 
base plate with washers to 
fix the mainbody.
(see picture)

c.  Put the upper 
mold to the 
mainbody's socket. 
Please notice the 
small pin on 
upper mold 
should in the 
breach. 
(see picture)

d. Slide in the base mold to 
the groove. Hold the upper 
mold in high position with 
hand, and slide the base 
mold to  put the upper 
mold in the middle of the 
base mold.(see picture)

e. Put the 2 position pin 
into the holes in both side.
(see picture)

f. Assemble finished.
(see picture)

STEP-3  Setup the mainbody

a. Set the badge outer first b. Set up the paper c. Set up the film d. Set up the badge inner. Inside faces up.



STEP-4  Make badge

a. Push the handle . 
Make sure there is no 
gap at the lower place, 
and there is a gap at 
the higher place.
【NOTIC】 
Pins do not through the 
whole!No gap

Gap

No through pin
b. Move the base mold 
to the right side and 
push the handle. 
There is no gap 
between molds.
【NOTIC】 
Pins do  through the 
whole!

Pin through whole

No gap

USE TIPS

■How to use circle cutter
a. Adjust the cutter to the edge of 
round plate and fix it.

b. Press the axis of the round plate 
and turn around the cutter.

① ②

■When should you use the big hexagonal wrench
The bigger hexagonal bolts are inside the both molds. Normally you don't need to adjust them only use the 
wrench when they are loosen.

Hexagonal bolt inside

If you want to adjust these 
2 stoppers to get the 
correct position, you can 
rotate the base mold itself 
by hand.


